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Introduction

As a specialist manufacturer of stainless steel
large flow air service equipment we offer
comprehensive, purpose designed, engineered
and manufactured solutions for filtration and
regulation of compressed air and gases for the
actuation industries.

Certification Options Available

(€ ATEX
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3550 Series air service units — %" to %" Filter Regulators

A 316L stainless steel combined unit for filtration
and regulation of compressed air and gases for the
actuation industries.

Features and Benefits
e Specifically designed for severe environments

e Non or self-relieving

e 40 micron element stainless steel 316 as standard,
5 micron option available

e 316L stainless steel construction

e Regulated pressure range from 0.50 to 12.0 bar
depending on model selection

e Large flow characteristics
e NACE: standard temperature and manual drain only

Media & Ambient Temperature Range

e Standard temperature
-20to + 80 °C (-4 to +176 °F)

e Low temperature version
-50 to +80 °C (-58 to +176 °F)

Note: When product is ordered as /ATEX ambient temperature is
limited to +40 °C (104 °F) Ex Il 2G ¢ T6.

Maximum Relief Flow

e At 2 bar (29 psi) secondary pressure
0.5 cc/sec (0.03 cu in/sec)

Flow

At 10 bar (145 psi) supply pressure, 6 bar (87 psi) secondary
pressure, 1 bar (14.5 psi) pressure drop.

e 14" -3,720 I/min (130 SCFM)

e 15" and 3/a" - 6,000 I/min (212 SCFM)
Maximum Inlet Pressure

e Manual drain - 20 bar (290 psi)

e Automatic drain - 17 bar (247 psi)

Ports NPT
(BSP option available - consult factory for part codes)

o 4" 2", 3a"

Gauge Ports
o /8" NPT

e /2" NPT (option available - suffix product code with 'X")

Certification Options Available

(€ ATEX

- Pressure Control

Relief Vent Port

/8" NPT (fitted with breather)
Note: Not fitted on low temperature option

Bowl Capacity

21 cc(1.28 cu ins)

Accessories Available

Mounting brackets
Stainless steel pressure gauge

Hand wheel

See page 13-14 for ordering details

Operating Media

Air, inert gas and sweet (natural) gas

Sour gas (NACE) standard temperature and manual
drain only

Suitable for water and other compatible liquids - manual
drain only, consult Midland Flow for details

Note: To prevent freezing of the condensate within the product, the
media dew point must be at least 10 °C below the lowest ambient
temperature the product will be exposed to.

Construction Materials

Body/bonnet/bowl: 316L stainless steel

Internals: 316L stainless steel and Ryton R-4
Note: on auto-drain version float is nylon,
polyoxymethylene and rubber.

Element: 40 micron 316 stainless steel
(5 micron option available - suffix product code with '05')

Seals: Standard option - Fluoroelastomer
Low temperature option - EPDM' and Fluorosilicone

The use of lubrication upstream of the product is not
recommended for low temperature applications



3550 Series air service units — %" to %" Filter Regulators - Engineering drawings (manual drain)
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3550 Series air service units — %" to %" Filter Regulators - Engineering Drawings (auto drain)
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3550 Series air service units — %" to %" Filter Regulator - Flow Characteristics

3550 Series Coding Chart - Filter Regulators
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3550 Series air service units — 14” to 3" Filters

A 316L stainless steel unit for filtration of compressed air and

gases for the actuation industries.

Features and Benefits
e Specifically designed for severe environments

e 40 micron element stainless steel 316 as standard,
5 micron option available

e 316L stainless steel construction
e Large flow characteristics

e NACE: standard temperature and manual drain only

Media & Ambient Temperature Range

e Standard temperature
-20 to + 80 °C (-4 to +176 °F)

e Low temperature version
-50 to +80 °C (-58 to +176 °F)

Note: When product is ordered as /ATEX ambient temperature is
limited to +40 °C (104 °F) Ex Il 2G c T6.

Maximum Inlet Pressure
e Manual drain - 20 bar (290 psi)

e Automatic drain - 17 bar (247 psi)

Flow

At 7 bar (102 psi) supply pressure, 0.35 bar (5 psi)
pressure drop.

e /4" - 1,380 I/min (49 SCFM)
e /2" and 3/2" - 2,940 I/min (104 SCFM)

Ports NPT
(BSP option available - consult factory for part codes)

° 1/4:,’ 1/2,:, 3/4"

Automatic Drain Port
e 1/8" NPT

Bowl Capacity
e 21 cc(1.28 cuins)

Accessories Available
e Mounting brackets

See page 13 for ordering details

Certification Options Available

C€E ATEX

- Pressure Control

Pressure Drop - kPa
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Operating Media

Air, inert gas and sweet (natural) gas

Sour gas (NACE) standard temperature and manual
drain only

Suitable for water and other compatible liquids - manual
drain only, consult Midland Flow for details

Note: To prevent freezing of the condensate within the product, the
media dew point must be at least 10°C below the lowest ambient
temperature the product will be exposed to.

Construction Materials

Body/bonnet/bowl and internals:

316L stainless steel and Ryton R-4

Note: on auto-drain version float is nylon,
polyoxymethylene and rubber.

Element: 40 micron 316 stainless steel
(5 micron option available - suffix product code with '05")

Seals: Standard option - Fluoroelastomer
Low temperature option - EPDM and Fluorosilicone’

The use of lubrication upstream of the product is not
recommended for low temperature applications.
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3550 Series air service units — %" to %" Filters - Engineering Drawings (manual drain)
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3550 Series air service units — %" to %" Filters - Engineering Drawings (auto drain)
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3550 Series air service units - %" to %" Pressure Regulators

A 316L stainless steel unit for the pressure regulation of
compressed air and gases for the actuation industries.
Features and Benefits

e Specifically designed for severe environments

e Non or self-relieving

e 316L stainless steel construction

e Large flow charateristics

e NACE: standard temperature only

Media & Ambient Temperature Range

e Standard temperature
-20to + 80 °C (-4 to +176 °F)

* Low temperature version
-50 to +80 °C (-58 to +176 °F)

Note: When product is ordered as /ATEX ambient temperature is
limited to +40 °C (104 °F) Ex Il 2G ¢ T6.

Maximum Relief Flow

e At 2 bar (29 psi) secondary pressure
0.5 cc/sec (0.03 cu in/sec)

Flow

At 10 bar (145 psi) inlet pressure, 6 bar (87 psi) secondary
pressure with 1 bar (14.5 psi) pressure drop.

e /4" - 3,780 l/min (133 SCFM)
e 12" and3/4" - 6,180 I/min (218 SCFM)

Ports NPT
(BSP option available - consult factory for part codes)

o Va", 12", 3/s"

Gauge Ports

e 18" NPT

e /2" NPT (option available - suffix product code with 'X')

Relief Vent Port
e 1/8" NPT (fitted with breather)
Note: Not fitted on low temperature option

Accessories Available

e Mounting brackets

e Stainless steel pressure gauge

e Hand wheel

See page 13-14 for ordering details

Certification Options Available

(€ ATEX

Operating Media
e Air, inert gas and sweet (natural) gas
e Sour gas (NACE) standard temperature only

e Suitable for water and other compatible liquids, consult
Midland Flow for detail
Note: To prevent freezing of the condensate within the product, the

media dew point must be at least 10 °C below the lowest ambient
temperature the product will be exposed to.

Construction Materials

e Body/bonnet/bow! and internals:
316L stainless steel and Ryton R-4

e Seals: Standard option - Fluoroelastomer
Low temperature option - EPDM and Fluorosilicone’

" The use of lubrication upstream of the product is not
recommended for low temperature applications.

Flow - SCFM
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3550 Series air service units — %" to %" Pressure Regulators - Engineering Drawings

Relief Port  —
- mn
m
- d
A
| Gauge Port
(Front & Rear)
\H_‘ VA — L.
—{TEL Te== [ Ej:Lj—
} j]““ [ere ““ :D 4 -Bx8deep
] |- (both ends) 77 T
Available only — 3
on %" and ¥2"
g L e 2 Line Ports — 4]t
67 (V4" to 12"
Versions)
Rear Gauge Port m
117 (34" Version) ~
Self-Relieving
~
wn
. Regulated Max Inlet Weight
Eize Pressure bar (psi) Pressure bar & = kg &
Ya" 24 M4 1.6 2.4
" ?75252229? 20 28 M5 1.6 4.4
%" ) —- —- 1.8 5.0
Ya" 24 M4 1.6 2.4
" %52;[2 ;18()) 20 28 M5 1.6 4.4
34" ) - - 1.8 5.0
V" 24 M4 1.6 2.4
V' (g'SZOt;Oﬁ'g) 20 28 M5 16 4.4
%" ) == == 1.8 5.0
Va" 24 M4 1.6 2.4
" (()%SSttg 1172"1()) 20 28 M5 1.6 4.4
%" ) 1.8 5.0
3550 Series Coding Chart - Pressure Regulators Additional Options
Seals Regulated
Type o fo Pressure Port Style Gauge Port Approval
C(F) bar (psi)
p Self . Standard %" NPT &Il 2G
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3550 Series air service units — Accessories for %" to %" units - supplied separately

Plastic handwheel kit Stud mounting kit
044 M8 6 A/F
8 30 Socket

17 €

T
|

13 A/F
/8" NPT 1 M8 Hex

Product Code Description Product Code Description
Kit comprises of 1 plastic handwheel, 1 pressure Kit comprises of 1 stud complete with 2
SSAF238/23 adjusting screw (316 stainless steel) and 1 hand- SSBF238/21 locknuts and is designed to screw into un-used
wheel retaining screw (316 stainless steel) gauge port. All components 316 stainless steel.

Mounting bracket

OH N

4
&

<—E>
4 Holes @OF ~L
2 Mounting Slots L widex M long ——— J

Product Code Suitable for N
SSF2110-7S Ya" units (Short) 79 | 100 | 25 60 24 | 45 | 26 14 80 | 55 | 85 2
SSF2110-7 Ya" units (Long) 95 | 100 | 25 76 24 | 45 | 26 14 80 | 55 | 85 2
SSF4110-7 Yo" 34" units 95 | 100 | 25 76 28 | 45 | 26 14 80 | 55 | 85 2

Component material 316 stainless steel. Brackets are supplied complete with fasteners.
Note: Part numbers above are for single items

MIDLAND

FLOW LIMITED




3550 Series air service units — Accessories for %" to %" units - supplied separately

Pressure gauge SS-316L - Glycerine filled

9 57.5 23 28

/8"NPT
14 A/F HEX y
Product Code Size mm Regulated Pressure bar
SSF153N/2GLY 50 Oto2
SSF153N/4GLY 50 Oto4
SSF153N/11GLY 50 Oto 1
Please consult factory for low temperature version if required.
Tamperproof cap kit
L 47 - - 36 o
— 5 —
4A/FSQ 13 A/F HEX
a A o ™ : T\
\ ~l J}_ _J'/
_v: _____________
M8 L Wire Lock Hole
Product Code Description
Kit comprises of 1 pressure adjusting
SSAF238/22 screw and 1 tamperproof cap.

All material 316 stainless steel

- Pressure Control



3500 Series air service units — %" to 1" Filter Regulators

A 316L stainless steel combined unit for filtration and
regulation of compressed air and gases for the actuation
industries.

Features and Benefits
e Specifically designed for severe environments

e 40 micron element as standard,
5 micron option available

e Non or self-relieving
e 316L stainless steel construction
e Large flow characteristics

e Bowl capacity window

Media & Ambient Temperature Range
e Standard temperature
-20to + 80 °C (-4 to +176 °F)

* Low temperature version
-50 to +80 °C (-58 to +176 °F)

Note: When product is ordered as /ATEX ambient temperature is
limited to +40 °C (104 °F) Ex I 2G ¢ T6.

Maximum Relief Flow

e At 2 bar (29 psi) secondary pressure
0.5 cc/sec (0.03 cu in/sec)

Flow

At 7 bar (102 psi) supply pressure, 6 bar (87 psi) secondary
pressure, 1 bar (14.5 psi) pressure drop.

e 7,800 I/min (274 SCFM)

Maximum Inlet Pressure
e Manual drain - 20 bar (290 psi)

e Automatic drain - 17 bar (247 psi)

Ports NPT
(BSP option available - consult factory for part codes)

° 3/4": 1u

Gauge Ports
o /8" NPT

Relief Vent Port

e 1/8" NPT (fitted with breather)
Note: Not fitted on low temperature option

Certification Options Available

(€ ATEX

Bowl Capacity
e 260 cc(15.87 cuins)

Accessories Available
e Mounting brackets

e Stainless steel pressure gauge

See page 26-28 for ordering details

Operating Media
e Gases - air, inert gas and sweet (natural) gases

Note: To prevent freezing of the condensate within the product, the
media dew point must be at least 10 °C below the lowest ambient
temperature the product will be exposed to.

Construction Materials

e Body/bonnet/bowl and internals: 316L stainless steel
Note: on auto-drain version float is nylon,
polyoxymethylene and rubber.

e Element: 40 micron sintered polypropylene
(5 micron option available - suffix product code with '05")

e Seals: Standard option - Fluoroelastomer
Low temperature option - EPDM and Fluorosilicone'

' The use of lubrication upstream of the product is not
recommended for low temperature applications.

MIDLAND

FLOW LIMITED



3500 Series air service units — 3" to 1" Filter Regulators - Engineering Drawings (manual drain)
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3500 Series air service units — 3" to 1” Filter Regulators - Engineering Drawings (auto drain)
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3500 Series Coding Chart - Filter Regulators Additional Options
Seals Regulated Filter Element
Type SC (°F) Pressure Port Style (40 micron Approval
bar (psi) standard)
B . . Standard ; & 112G
6 % FRM |Manual Drain || S Stainless \ 220 (-4) 1 BSP 5 micron || /ATEX 16
" . Low Temp w/o w/o
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Auto Drain
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L e s JL e L e I e Jf e | e |
" Low temperature version not available in auto-drain
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3500 Series air service units — 3" to 1” Filters

A 316L stainless steel unit for filtration of compressed air and
gases for the actuation industries.

Features and Benefits
e Specifically designed for severe environments

e 40 micron element as standard,
5 micron option available

e 316L stainless steel construction
e Large flow characteristics

e Bowl capacity window

Media & Ambient Temperature Range

e Standard temperature
-20to + 80 °C (-4 to +176 °F)

e Low temperature version
-50 to +80 °C (-58 to +176 °F)

Note: When product is ordered as /ATEX ambient temperature is
limited to +40 °C (104 °F) Ex Il 2G ¢ T6.

Flow

At 7 bar (102 psi) supply pressure, 0.35 bar (5 psi)

pressure drop. Construction Materials

e 10,020 I/min (353 SCFM) e Body/bonnet/bowl! and internals: 316L stainless steel
Note: on auto-drain version float is nylon,

Maximum Inlet Pressure polyoxymethylene and rubber.

e Manual drain - 20 bar (290 psi) e Element: 40 micron sintered polypropylene

«  Automatic drain - 17 bar (247 psi) (5 micron option available - suffix product code with '05")

e Seals: Standard option - Fluoroelastomer
Ports NPT Low temperature option - EPDM and Fluorosilicone’

(BSP option available - consult factory for part codes) T The use of lubrication upstream of the product is not

o 3" 1" recommended for low temperature applications.
Bowl Capacity Accessories Available

® 260 cc(15.87 cuins) * Mounting brackets

Operating Media See page 27 for ordering details

e Gases - air, inert gas and sweet (natural) gas

NOTE: To prevent freezing of the condensate within the product, the
media dew point must be at least 10 °C below the lowest ambient
temperature the product will be exposed to.

Certification Options Available

(€ ATEX

- Pressure Control




3500 Series air service units — %" to 1" Filters - Engineering Drawings (manual drain)
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3500 Series air service units — %" to 1" Filters - Engineering Drawings (auto drain)
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service units — 34" to 1” Filters - Flow C

3500 Series Coding Chart - Filters Additional Options
Seals Max Inlet Filter Element
Type °C(°F) Pressure Port Style (40 micron Approval
bar (psi) standard)
" Manual ’ Standard 17 (247) . E Il 2G
6 % FLM Drain S Stainless \ 20 (-4) 17 (FLA only) 1 BSP 05 | 5micron || /ATEX 16
" Auto 1 | Low Temp 20 (290) w/o w/o
8 ! FLA L Drain U] Ss0¢s8) || 20 |(FLmonty || 2 NPT option option
o e JLos L e JL e Jf e jI e [ e
" Low temperature version not available in auto-drain
Flow Standard - Cubic feet/min
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40 Il Il Il Il Il Il Il
-11.0
35 2 barg ~10.0
o _
é 30 9.0 Z’_
N - 80 .
& 4 barg 8
= 25 =
- -70 ¥
w w
2 2
8 20 . -60 ¢
g 6 barg 7 barg o ?
e 15 2
[ — [)
5 - 40 %
2 %o barg §
£ | -30 2
/ - 20
5 —
- 1.0
/
0 -0
0 20 40 60 80 100 120 140 160 180

Flow Normal - I/sec
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3500 Series air service units — 3" to 1” Pressure Regulators

A 316L stainless steel unit for pressure regulation of
compressed air and gases for the actuation industries.

Features and Benefits

e Specifically designed for severe environments
e Non or self-relieving

e 316L stainless steel construction

e Large flow characteristics

Media & Ambient Temperature Range

e Standard temperature
-20 to + 80 °C (-4 to +176 °F)

e Low temperature version
-50 to +80 °C (-58 to +176 °F)

Note: When product is ordered as /ATEX ambient temperature is
limited to +40°C (104 °F) Ex Il 2G c Té.

Maximum Relief Flow Operating Media

At 2 bar (29 psi) secondary pressure e Gases - air, inert gas, sweet (natural) gas

0.5 cc/sec (0.03 cu in/sec) Note: To prevent freezing of the condensate within the product, the
media dew point must be at least 10 °C below the lowest ambient
Flow temperature the product will be exposed to

At 7 bar (102 psi) supply pressure, 6 bar (87 psi) secondary
pressure, 1 bar (14.5 psi) pressure drop.

e 7,800 I/min (274 SCFM)

Construction Materials
e Body/bonnet/bowl and internals: 316L stainless steel
e Seals: Standard option - Fluoroelastomer

Ports NPT Low temperature option - EPDM and Fluorosilicone’
(BSP option available - consult factory for part codes) 1 The use of lubrication upstream of the product is not

o 3" 1" recommended for low temperature applications

Gauge Ports Accessories Available

e /8" NPT ® Mounting brackets

e Stainless steel pressure gauge

Relief Vent Port
e 1/8" NPT (fitted with breather)

See page 26-28 for ordering details

Note: Not fitted on low temperature option Flow - SCFM
I I R .
77 100
Primary pressure 7 barg (102 psi;
Regulated Pressure Max Inlet with 10 barg (145 ps) :prinZS)
bar (psi) Pressure bar re
.
. . — 80
0.50 0 2.0 (7.2 to 29) 20 \
1” 5.0 8.8 -
=70
%" 5.0 6.5 < 3
0.50 t0 4.0 (7.2 to 58) 20 = Leo o
K 5.0 8.3 ¢ o
%" 5.0 6.5 £ s &
0.50t0 7.0 (7.2 t0 102) 20 2 5
1" 5.0 8.8 -8 L §
%" 5.0 6.5 3 ¢
0.50to 10.0 (7.2 to 145) 20 N L 30
1" 5.0 8.8
20
.
Certification Options Available 10
[} =0

I T T T T T T T T T T T T T 1
Ce AT E X 0 20 40 60 80 100 120 140

Flow - L/Sec
Pressure Control




3500 Series air service units — %" to 1” Pressure Regulators - Engineering Drawings

©)
[=)]
~
Relief Port
Gauge Port
(Front & Rear)
Optional
] Mounting —~
Bracket n
o
<
M 2-M8x 12 deep
(Front & Rear) . i
70 2 Line Ports
120
145
2-0 8.5
120 Mounting Self-Relieving
Holes pressure regulator
il
o
3500 Series Coding Chart - Pressure Regulators Additional
Option
Seals Regulated
Type 5C (°F) Pressure Port Style Approval
bar (psi)
B Self ) Standard E» 112G
6 % PRV Relieving S Stainless \Y 20 (-4) 02 2(29) 1 BSP /ATEX 16
L Low Temp .
8 1" PRN [Non Relieving L 04 4 (58) 2 NPT w/o option
-50 (-58)
07 7 (102)
10 10 (145)
[

[
T
j
T
T
T
T
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3500 Series air service units — %" Lubricator

A 316L stainless steel unit providing lubrication of compressed
air for the actuation industries.

Features and Benefits

e Specifically designed for severe environments
e Accurate drip rate adjustment

e Can be filled under pressure

e Transparent sight feed dome

e 316L stainless steel construction

e Built in flow sensor to automatically adjust lubrication
delivery to meet wide air flow demand

Media & Ambient Temperature Range
e -20t0+80°C (-4 t0+176 °F) @ ©

Note: When product is ordered as /ATEX ambient temperature is
limited to +40 °C (104 °F) Ex 11 2G ¢ T6

Working Pressure

e 17 bar (247 psi) | (@
D S——"

Ports NPT
(BSP option available - consult factory for part codes)

o 2" NPT

&

[

I

Bowl Capacity
e 380cc(23.2 cuins)

Operating Media
e @Gases - air, inert gas and sweet (natural) gases

Note: To prevent freezing of the condensate within the product, the
media dew point must be at least 10 °C below the lowest ambient
temperature the product will be exposed to.

Construction Materials
e Body/bonnet/bowl and internals: stainless steel 316L

e Seals: Nitrile
e Bowl: 316 stainless steel

e Acrylic flow and sight glass

Pressure Control




3500 Series air service units — " Lubricator - Engineering Drawings

55 14
19 Mzc;ﬁ)niirs'ng 10
I"_—_ Holes
L”\ 2-" NPT
- ; ‘ Line Ports
| Ll -
I B @ -
= ‘ H
| |
9 1T :]
8 e y
o iy
A N =

@ Function Symbol

g <

© ©
ﬁ\@ :

©

3500 Series Coding Chart - Lubricator

Pressure
LETA( )]
4 12" LUB LUB S Stainless N Nitrile 17 17 (246) 2 NPT

L« I we J0s Jf 0w 0w 2 |
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3500 Series air service units — Accessories for %" to 1" units - supplied separately

Pressure gauge SS-316L - Glycerine filled

@ 57.5 23 28

/8"NPT
14 A/F HEX LU
Product Code Size mm Regulated Pressure bar
SSF153N/2GLY 50 Oto2
SSF153N/4GLY 50 Oto4d
SSF153N/11GLY 50 Oto 1
Please consult factory for low temperature version if required.
Tamperproof cap kit
B 80 o - 50 -
— 6 —
7AIFSQ 19 A/F HEX
a A o ™ : T\
\ ~l J}_ _J'/
_v: _____________
M12 L Wire Lock Hole
Product Code Description
Kit comprises of 1 pressure adjusting
SSAF638/22 screw and 1 tamperproof cap.

All material stainless steel

Pressure Control



3500 Series air service units — Accessories for %" to 1" units - supplied separately

Mounting bracket

108

A

76

Y

d

35

Slots to suit M5 screws

2 mounting slots 5.5 wide x 8.5 long 14

Filter / Regulator with Mounting Brackets

100
80

Product Code Suitable for
ssF81107 | %" &1" units

Component material 316 stainless steel.
Brackets are supplied complete with fasteners.
Note: Part number above is for single item.

FLOW LIMITED

Y




3500 Series air service units — Accessories for %" to 1" units - supplied separately

Rear mounting bracket

145

120

28
|
|

70

A
|

2 - ©8.5 Mounting Holes

M8

20
2.6

92

A
|

Filter / Regulator with Rear Bracket

Product Code Description

Kit comprises of 1 mounting bracket
SSAF638-26 and 2 - M8 x12 cap head screws.
All material stainless steel.

Pressure Control



3575 Series air service units — 12" to 2 Filter Regulators

A 316L stainless steel combined unit for filtration
and regulation of compressed air and gases for the
actuation industries.

Features and Benefits
e Specifically designed for severe environments

e Self-relieving

e Manual or auto-drain

e 25 micron element stainless steel 316

e 376L stainless steel construction

e Mounting brackets supplied fitted as standard
e Gauge supplied fitted as standard

e Regulated pressure range from 0.50 to 12.0 bar
depending on model selection

e Option available to supply without pilot regulator
(consult factory for product code)

e Large flow paths (up to 45 Cv)
e NACE capability option available, manual drain only

(consult factory)

Units ordered with a specified pressure range will be
supplied complete with a pilot regulator and piped using
double ferrule fittings.

Flow
Media & Ambient Temperature Range At 10 bar (145 psi) supply pressure, 6 bar (87 psi) secondary
e Standard temperature pressure, 1 bar (14.5 psi) pressure drop.

2 °C (-4 to +176 °F
0to+80°C (-4 10 +176 °F) e 2" -45,000 Imin (1,590 SCFM)

e Low temperature version
-50 to +80 °C (-58 to +176 °F) Bowl Capacity

e 21cc(1.28 cuins)

Ports NPT

(BSP option available - consult factory for part codes) Operating Media

e 12,27 e Air, inert gas and sweet (natural) gas

Gauge Ports e Sour gas (NACE) manual drain only

e /8" NPT (fitted with gauge) Note: To prevent freezing of the condensate within the product, the
media dew point must be at least 10 °C below the lowest ambient

Relief Vent Port temperature the product will be exposed to.

e 12" NPT (fitted with breather)
Construction Materials

Maximum Relief Flow e Body/bonnet/bowl and internals: 316L stainless steel
e At 2 bar (29 psi) secondary pressure Note: on auto-drain version float is nylon,
0.5 cc/sec (0.03 cu in/sec) polyoxymethylene and rubber.

e Element: 25 micron 316 stainless steel

e Seals: Nitrile

_ Frow trwiTER




3575 Series air service units — 1%:" to 2" Filter Regulators - Engineering Drawings

100 80
Pressure Gauge o
o
o~
|l
T \ Q\(‘? #
ol n = I S f\\
" ] o 3
®) © © .S
Ly ]
H —— o<
N s U H 3%
c5
6 1 " 1VZ" or 2:: g s
NPT Ports NG
(o'}
Manual Drain :
2" NPT Relief Port ™
ollle
(¢} o ® ®©
Self-Relieving with Self-Relieving with o
auto drain manual drain i S = |
[1
‘ B T ‘ < CT o o ® ®©
| | © ©
376
Size Filter Regulated Pressure bar (psi) Max Inlet Pressure bar Weight kg Cv
1" . 38
M ID 20
2 anuatoramn 05010 2.0 45
1" . (7.2 t0 29) 38
o Auto Drain 17 5
1" . 38
M ID 20
2 anuarbran 0.50 10 4.0 45
I
17 Auto Drain (7.21058) 17 38
2" 19 45
1%" . 38
M ID 20
2 anuarbran 05010 8.0 45
1%" . (7.2t0 116) 38
o Auto Drain 17 5
15" . 38
M ID 20
2 anuatoramn 05010 12.0 45
1%" . (7.2 t0 174) 38
o Auto Drain 17 5

3575 Series Coding Chart - Filter Regulators

Seals Regulated Pressure
“ °C (°F) * bar (psi Port Style

7 1 %" FRM Manual Drain S Stainless N | Standard -20 (-4) 02 2 (29) 1 BSP
9 2" FRA Auto Drain L' |Low Temp -50 (-58) 04 4 (58) 2 NPT
08 8 (116)
12 12 (174)
I
L e « s JL e L e I e |

1 — Low temperature version not available in auto-drain

Pressure Control




3575 Series air service units — 1%" to 2” Filters

A 316L stainless steel compressed air filter, designed to
provide clean air for the actuation industries.

Features and Benefits
e Specifically designed for severe environments

e Manual or auto-drain

e 25 micron element stainless steel 316

e 316L stainless steel construction

e Mounting brackets supplied fitted as standard
e large flow paths (up to 45 Cv)

e NACE capability option available, manual drain only
(consult factory)

Media & Ambient Temperature Range
e Standard temperature
-20to + 80 °C (-4 to +176 °F)

e Low temperature version
-50 to +80 °C (-58 to +176 °F)

Ports NPT

(BSP option available - consult factory for part codes)

e 114", 2"

Flow Construction Materials

At 6 bar (87 psi) supply pressure, 1 bar (14.5 psi) e Body/bonnet/bowl and internals: 316L stainless steel
pressure drop. Note: on auto-drain version float is nylon,

o 2" -45,000 Vmin (1,590 SCFM) polyoxymethylene and rubber.

e Element: 25 micron 316 stainless steel
Bowl Capacity

e 21cc(1.28 cuins)

e Seals: Nitrile

Operating Media
e Air, inert gas and sweet (natural) gas

e Sour gas (NACE) manual drain only

Note: To prevent freezing of the condensate within the product, the
media dew point must be at least 10 °C below the lowest ambient
temperature the product will be exposed to.

Filter Max Inlet
Pressure bar
112" ) 8.7 38
Manual Drain 20
2" 8.7 45
112" 8.7 38
Auto Drain 17
2 8.7 45

_ Frow trwiTER




3575 Series air service units — 1" to 2 Filters - Engineering Drawings

100 80
220

196

o
|

I

80

OUTLET
100

8.5

%
=
g B2 W TH

NPT Ports

147 (Manual Drain)
235 (Auto Drain)

——

Manual/’i

Drain

89.4

Filter with Filter with
auto drain manual drain

4-M10
| Alternative

mounting
holes @ Q

178

3575 Series Coding Chart - Filters

Seals Max Inlet Pressure
“ °C (°F) bar (psi) Port Style
17 (247) 1 BSP

7 1 %" FLM Manual Drain S Stainless N | Standard -20 (-4) (F1I_7A2(ﬁ17ly)
9 2" FLA | AutoDrain U |LowTemp-50(58)|| 20 <F2L0N(|2§ﬁ;) 2 NPT
. e s e L e ] e

1 — Low temperature version not available in auto-drain

Pressure Control



3575 Series air service units — 1%:" to 2" Pressure Regulators

A 316L stainless steel unit for pressure regulation of
compressed air and gases for the actuation industries.
Features and Benefits

e Specifically designed for severe environments

e Self-relieving

e 316L stainless steel construction

e Mounting brackets supplied fitted as standard

e Gauge fitted as standard

e Regulated pressure range from 0.50 to 12.0 bar
depending on model selection

e Large flow paths (up to 45 Cv)

e Option available to supply without pilot regulator
(consult factory for product code)

e NACE capability option available (consult factory)
Units ordered with a specified pressure range will be

supplied complete with a pilot regulator piped using
double ferrule fittings.

Media & Ambient Temperature Range
e Standard temperature
-20to + 80 °C (-4 to +176 °F)

e Low temperature version
-50 to +80 °C (-58 to +176 °F)

Ports NPT
(BSP option available - consult factory for part codes)

o 11" 2"
Gauge Ports

e 1/8” NPT (fitted with gauge)

Relief Vent Port
e 12" NPT (fitted with breather)

Maximum Relief Flow

e At 2 bar (29 psi) secondary pressure
0.5 cc/sec (0.03 cu in/sec)

Flow

At 10 bar (145 psi) supply pressure, 6 bar (87 psi) secondary
pressure, 1 bar (14.5 psi) pressure drop.

e 2" -45,000 I/min (1,590 SCFM)

Operating Media
e Air, inert gas and sweet (natural) gas

e Sour gas (NACE) manual drain only

Note: To prevent freezing of the condensate within the product, the
media dew point must be at least 10 °C below the lowest ambient
temperature the product will be exposed to.

Construction Materials

e Body/bonnet/bowl and internals: 316L stainless steel
Note: on auto-drain version float is nylon,
polyoxymethylene and rubber.

e Seals: Nitrile

Size Regulated Pressure Max Inlet Pressure bar Weight kg Cv
e 0.50 to 2.0 bar 38
2 (7.2 to 29 psi) 45
" 0.50 to 4.0 bar 38
o (7.2 to 58 psi) 45
- 20 1
3z 0.50 to 8.0 bar 38
b (7.2 to 116 psi) 45
e 0.50 to 12.0 bar 38
L (7.2 to 174 psi) 45

MIDLAND

FLOW LIMITED



3575 Series air service units — 112" to 2” Pressure Regulators - Engineering Drawings

220 100 80

|  Pressure
Gauge

209

80

N

]

100
96

12" or 2"
NPT Ports

%" NPT Relief
Port

Self Relieving

178

3575 Series Coding Chart - Pressure Regulators

Seals Regulated Pressure
°C (OF) bar (pSI)

7 1%" PRV Self Relieving S Stainless N | Standard -20 (-4) 02 2(29) 1 BSP
9 2" L [Low Temp -50 (-58) 04 4(58) 2 NPT
08 8(116)
12 12 (174)
I
e oo s e ff e ] e

Pressure Control




Over Pressurisation Device — orD

A 316L stainless steel unit providing protection to
downstream equipment from over pressure events.

Features and Benefits

e Protection of equipment from regulator failure
and over pressure events

e Specifically designed for severe environments

e Manifold mounted option

e Auto shut-off

e V4 turn actuator and on/off valve protection

e Linear actuator and control valve protection

e System instrumentation equipment protection

e Process valve stem & seat saver

e Easy installation

e 316L stainless steel construction

e Compliments and protects ESD & safety instrumented

system equipment

Regulated outlet pressure range
e 4-8bar

Trip Pressure Range

® 4.5-8.5 bar (4-8 bar) Temperature Range

. . e Standard: -20 to +80 °C (-4 to +176 °F)
Maximum Response Time

o 30 ms (4-8 bar) e Low temp: -50 to +80 °C (-58 to +176 °F) optional

Maximum Inlet Pressure
e Manual drain: 20 bar

e Auto drain: 17 bar

Coding Chart - OPD

PRV Pressure Range P
f Secondar Tri
Type AR Ralisis Pressure1y Pressﬂre2
4-8(58-116)
S |Stainless|| V| Viton

P Manual ) Customer Customer
4| % OPD| “brain Midland Flow 1| BSP 3| 32 " | specified || ~ | specified A
B to specify via
customer set &
OPA éfatfr’] trip pressure |} > | NPT XX| Unset [[XX| Unset
Lo Lo s v o e | 3 e ff o || & ]

T Use two digits to specify set pressure, e.g. 49 = 4.9 bar. Must be within the PRV pressure range of 4 - 8 bar
2 Use two digits to specify trip pressure, e.g. 54 = 5.4 bar. Must be at least 0.5 bar above SECONDARY pressure but not more than 0.5 bar above
the maximum PRV pressure range for the variant selected.

_ MIDLAND
FLOW LIMITED



Over Pressurisation Device — orD

General Description

The purpose of the OPD is to protect downstream equipment
from over pressure events including regulator failure, thus
preventing potential damage and downtime. Applications
include the protection of ESD & Safety Instrumented Systems
including positioners, actuators and process valve stems. The
device includes a pressure regulator with a protection valve
and sensor system.

Increases in outlet pressure can occur for many reasons,
including failure of key regulator components or misadjustment.
Should this occur the device will automatically fail-safe within
30 milli-seconds. The protection valve will be triggered to
shut-off the outlet and vent the downstream pressure.

When the protection valve has deployed, the reset button
protrudes from the housing providing a positive indication
that a fault has occurred. The OPD reduces the potential for
damage occurring from increased torque, thrust or pressure
values within the downstream system. Once the fault has
been corrected the unit can be reset by pushing the reset
button on the unit. In line with today’s requirements for
space saving, weight reduction and efficiency the system is all
close coupled within a compact body.

Pressure Control

Development

Failures of pressure regulators can result in the over
pressurisation of the downstream line, as the self-relieving
capacity of the regulator is insufficient to cope with major
failures. Usually a relief valve of sufficient capacity is fitted into
the system to hold the pressure down to an acceptable level.

However a relief valve flow is sized on a pressure differential
between set pressure and over pressure, usually 10%.

Thus on a set pressure of 4.5 barg a pressure rise to 4.95 barg
would have to flow sufficiently to hold the pressure at

4.95 barg, against the flow through a failed pressure
regulator. At 10 barg supply pressure the flow through the
failed pressure regulators will be driven by a 10 to 4.95 i.e.
5.05 barg pressure drop. In many cases this would result

in damage to sensitive & expensive equipment such as
positioners, actuator diaphragms and process valve stems.
An alternative is to fit an excessively large relief valve(s),
which in itself could cause serious problems by dumping all
of the systems air and starving other equipment resulting in
plant shutdown and potential compressor damage.

Considered Regulator Failure modes

Failure modes are common to all manufacturers’ regulators
unless specific design changes have been made to cope
with them. Therefore to overcome these difficulties the
Over Pressurisation Device was designed and engineered.

Typical Regulator Failure Modes
e Misuse and maladjustment during installation
and commissioning.

e Rupture of diaphragm leading to total loss of
pressure regulation.

e Failure of regulator seat leading to partial or total loss of
pressure regulation.

e Blocking of the regulator relief port leading to total loss of
pressure regulation.




Over Pressurisation Device — orD

Performance Characteristics The magnitude of any pressure spikes exceeding the trip
Response times are dependant upon the actual pressures pressure which occur during deployment of the valve are
within the system at the point of failure; all times stated dependant upon the system downstream volume; a larger

within the specification section are maximums taken at the system volume decreases the likelihood of the system pressure

lowest extreme of the pressure range (worst case). exceeding the trip pressure (see graphs). Any pressure spikes
which do occur will only do so for a fraction of a second

(less than the time taken for the device to operate).

208 ! 20.0 Small actuator test results.

B
168 ! A e 4-8 bar OPD; outlet connected to a volume of 0.2 litres
12.0

Trigger Test:
e Blue = Simulated actuator pressure (bar)

4.0 e Red = Supply pressure (bar)

-4.0

80 22.7ms A The graph to the left is an overpressure test result with a small
-12.0 I 4498 | 5118 [6200mB -12.0 0.2 litre reservoir to simulate the actuator. An overpressure
-16.0 i ‘ -16.0 signal is applied allowing the 11 barg supply pressure to

-20.0 i i -20.0 bypass the regulator, simulating a ruptured diaphragm. The

-100.0 -75.0 -50.0 -25.0 0.0 25.0 50.0 75.0 100.0 125.0 150.0 . . . .
response time of the device is measured as the time between

the pressure within the device reaching the trip pressure and
the actuator pressure returning to below the regulated pressure
(see dashed lines on graph & right hand column of table).

2°~g ; éo-o Larger actuator test results.
|
1o8 i %0 e 4-8 bar OPD; outlet connected to a volume of 3 litres
12.0 ! 12.0
|
8.0 }“ﬂ 8.0 Trigger Test:
4 T : ---------- e 4.0 e Blue = Actuator pressure (bar)
|
" i -0 e Red = Supply pressure (bar)
-4.0 } 4.0
o i 5.0 The graph above is an overpressure test result with a larger 3
ol } 20 litre reservoir to simulate the actuator. An overpressure signal
| } ' is applied allowing the 11 barg supply pressure to bypass the
-16.0 | -16.0 . . .
; regulator, simulating a ruptured diaphragm. The response
-20.0 5

000 1000 -80.0 -60.0 -400 -200 00 200 400 soo sooC  time of the device is measured as the time between the
pressure within the device reaching the trip pressure and the
actuator pressure returning to below the regulated pressure
(see dashed lines on graph & right hand column of table).

Note: During this test the actuator pressure does not exceed
the trip pressure value.

Test Circuit O 6 Barg Supply

valve ’
el

|
|
lpressure ™M Operating
|
|

Isolation Valve

Detent

10 BargE jl

/a turn
ball valve
overpressure
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Over Pressurisation Device - OPD - Engineering Drawings

4 - 8 Bar
117
Trip Pressure
Adjuster C/W —1 ] 1
L Tamperproof Cap
o Relief Port
o
©
(V]
E Gauge Port 0
S (Front & Back) %
N ‘TJ N / 2
% E S
-8 |-
2 3.0
s .
s 1 | i@;
‘ ‘ ‘ L il
e 3 I HO!
L L3 [ b e
. o i
s
w2 T
< 8 ] -%
= % 7 I_I 5
= _ ) é
=}
[ ! )
u j TT i ’ Reset Button l "‘ Tj ‘: l
T | |
N LTl s
| ’ T I
Manual Drain

x Auto-Drain Port

161

65
|y I

I —
|
H

285

Pressure Control -




_ MIDLAND
FLOW LIMITED



MIDLAND

FLOW LIMITED

Midland Flow is a leading manufacturer of pneumatic and hydraulic
instrumentation, supporting the oil and gas, chemical processing,
rail, hydrogen, water and power industries.

Midland Flow Ltd.
Patrick Gregory Road
Wolverhampton
WV11 3DZ, UK

+44 (0)1902 305 678
sales@midlandflow.com

MFP-001-00-1
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